
55Sonnenschein 12V 2 OPzV 100 – A612/100 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Switch to: Discharge at 25 °C/inches/lbs

Constant­current discharge in A @ 20 °C 

Constant­power discharge in W/block @ 20 °C 

© 2000 – 2010 Exide Technologies. All rights reserved. Subject to alterations. Click here for legal notice. 

Terminal:  Drawing: 

Discharge figures are also valid for UL 94 V0 version. Change "H" 
to "V" in the part number. 

 Example 
Standard NGA6120100 H S0FA

UL 94 V0 NGA6120100 V S0FA

Exide type 
designation

Type acc. to DIN  
40 744

Nom. 
Voltage V

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Width (b/w) 
max. mm

Height (h1) 
max. mm

Height (h2) 
mm

Weight 
approx. kg

Internal resistance 
mOhm

Short circuit 
current A

Termi­ 
nal

Pole 
pairs

A612/100 12V 2 OPzV 100 12 91.0 273 204 320 358 43.0 8.28 1400 F­M8 1

Part number Vpc 5 min 10 min 15 min 30 min 45 min 1 h 2 h 3 h 4 h 5 h 8 h 10 h

NGA6120100HS0FA 1.87 96.9 86.7 75.8 64.6 42.8 28.5 21.3 17.2 14.6 10.1 8.40

NGA6120100HS0FA 1.83 112 96.9 88.5 71.2 30.4 47.5 30.4 22.6 18.2 15.4 10.6 8.70

NGA6120100HS0FA 1.80 126 109 96.9 75.8 31.9 52.3 31.9 23.9 19.0 16.0 11.0 9.10

NGA6120100HS0FA 1.75 139 124 105 83.1 33.7 56.1 33.7 24.9 19.7 16.5 11.2 9.30

NGA6120100HS0FA 1.70 151 137 123 91.8 36.1 58.9 36.1 25.5 20.2 16.9 11.4 9.30

NGA6120100HS0FA 1.65 167 149 131 95.0 36.1 58.9 36.1 25.5 20.2 16.9 11.4 9.30

Part number Vpc 5 min 10 min 15 min 30 min 1 h 2 h 3 h 4 h 5 h 8 h 10 h

NGA6120100HS0FA 1.87 1092 978 858 726 490 329 247 200 170 118 98.0

NGA6120100HS0FA 1.83 1236 1068 984 792 536 347 261 211 179 124 101

NGA6120100HS0FA 1.80 1368 1188 1062 834 587 364 276 215 185 127 106

NGA6120100HS0FA 1.75 1470 1314 1122 894 618 377 280 223 188 128 106

NGA6120100HS0FA 1.70 1560 1422 1290 972 648 400 284 226 190 129 106

NGA6120100HS0FA 1.65 1686 1512 1344 990 648 400 284 226 190 129 106


