
55Sonnenschein 6V 5 OGiV 160 – A706/175 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Switch to: Discharge at 25 °C/inches/lbs

Constant­current discharge in A @ 20 °C 

Constant­power discharge in W/block @ 20 °C 

© 2000 – 2010 Exide Technologies. All rights reserved. Subject to alterations. Click here for legal notice. 

Terminal:  Drawing:

 

Exide type 
designation

Type acc. to DIN  
40 741

Nom. 
Voltage V

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Installed 
length B/L mm

Width (b/w) 
max. mm

Height top of 
cover (h1) max. 
mm

Height 
over 
termin 
als (h2) 
max. mm

Weight 
approx. kg

Internal 
resistance 
mOhm

Short circuit 
current A

Termi­ 
nal

A706/175 6V 5 OGiV 160 6 175 285 295 232 296 327 39.7 2.6 2383 F­M6

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h 8 h 10 h

NGA7060175HS0FB 1.80 254 237 202 180 157 102 63.1 46.4 32.0 21.7 17.5

NGA7060175HS0FB 1.77 280 257 214 187 160 103 64.5 47.8 32.4 22.1 17.5

NGA7060175HS0FB 1.75 298 270 222 191 162 105 65.4 48.8 32.7 22.4 17.5

NGA7060175HS0FB 1.70 333 292 243 208 172 106 65.4 48.8 32.7 22.4 17.5

NGA7060175HS0FB 1.65 363 308 252 214 173 106 65.7 49.0 32.7 22.4 17.5

NGA7060175HS0FB 1.60 387 317 260 216 173 106 65.7 49.0 32.7 22.4 17.5

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h

NGA7060175HS0FB 1.80 1259 1108 1012 916 801 548 368 272 185

NGA7060175HS0FB 1.77 1354 1190 1074 971 823 561 375 277 188

NGA7060175HS0FB 1.75 1450 1272 1135 1025 846 573 379 279 189

NGA7060175HS0FB 1.70 1628 1407 1245 1098 884 585 383 281 189

NGA7060175HS0FB 1.65 1751 1492 1313 1147 906 591 385 282 190

NGA7060175HS0FB 1.60 1888 1582 1376 1177 919 593 386 283 190


