
55Sonnenschein – 12 OPzV 1400 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Constant­current discharge in A @ 20 °C 

Capacity in Ah @ 20°C 

Terminal:  Drawing: 

Exide type 
designation

Nom. 
Voltage V

Nom. 
capacity 
C120 
1.85 Vpc 
20°C  
Ah

Nom. 
capacity 
C100 
1.85 Vpc 
20°C  
Ah

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Width (b/w) 
max. mm

Height (h1) 
max. mm

Height top of 
cover (h1) max. 
mm

Height over 
termin 
als (h2) 
max. mm

Height incl. 
connectors mm

Weight 
approx. kg

Termi­ 
nal

Pole 
pairs

12 OPzV 1400 2 1695 1658 1363 212 277 690 648 690 690 95.0 F­M8 2

Part number Vpc 1 h 2 h 3 h 4 h 5 h 6 h 7 h 8 h 10 h 20 h 40 h 60 h 80 h 100 h 120 h

NGS6021400HS0FA 1.90 369 301 255 223 196 173 153 138 116 61.5 33.2 23.6 18.5 15.2 13.1

NGS6021400HS0FA 1.87 420 332 276 238 209 180 160 142 117 62.8 35.2 24.7 19.6 15.9 13.5

NGS6021400HS0FA 1.85 466 354 290 250 222 189 168 150 124 66.0 36.6 25.8 20.1 16.5 14.1

NGS6021400HS0FA 1.83 514 375 303 261 233 198 175 157 130 68.8 37.7 26.5 20.8 17.0 14.6

NGS6021400HS0FA 1.80 561 395 316 272 243 206 182 164 136 71.5 38.6 27.1 21.3 17.5 15.1

NGS6021400HS0FA 1.77 604 415 329 281 250 213 188 169 140 74.0 39.4 27.7 21.7 17.9 15.5

NGS6021400HS0FA 1.75 640 434 342 289 256 218 193 174 143 75.7 40.2 28.2 22.1 18.2 15.6

NGS6021400HS0FA 1.73 670 452 355 297 260 222 197 177 146 77.0 40.8 28.5 22.2 18.3 15.7

NGS6021400HS0FA 1.70 701 469 368 303 264 227 200 180 147 78.1 41.5 28.8 22.4 18.4 15.7

NGS6021400HS0FA 1.67 734 485 379 308 267 230 202 181 148 78.9 42.0 29.1 22.5 18.5 15.7

NGS6021400HS0FA 1.65 756 500 386 312 269 232 204 182 149 79.4 42.3 29.3 22.6 18.5 15.8

NGS6021400HS0FA 1.63 782 510 393 314 271 233 205 183 149 79.7 42.6 29.5 22.7 18.5 15.8

NGS6021400HS0FA 1.60 804 519 401 316 272 234 207 183 150 79.9 42.7 29.5 22.7 18.5 15.8

Part number Exide type designation C1 

1.67 
VpC

C3 

1.75 
VpC

C5 

1.77 
VpC

C10 

1.80 
VpC

C100 

1.85 
VpC

C120 

1.85 
VpC

NGS6021400HS0FA 12 OPzV 1400 734 1026 1252 1363 1658 1695
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