
55Sonnenschein 6V 6 OGiV 108 – A706/126 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Switch to: Discharge at 25 °C/inches/lbs

Constant­current discharge in A @ 20 °C 

Constant­power discharge in W/block @ 20 °C 

© 2000 – 2010 Exide Technologies. All rights reserved. Subject to alterations. Click here for legal notice. 

Terminal:  Drawing:

 

Exide type 
designation

Type acc. to DIN  
40 741

Nom. 
Voltage V

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Installed 
length B/L mm

Width (b/w) 
max. mm

Height top of 
cover (h1) max. 
mm

Height 
over 
termin 
als (h2) 
max. mm

Weight 
approx. kg

Internal 
resistance 
mOhm

Short circuit 
current A

Termi­ 
nal

A706/126 6V 6 OGiV 108 6 126 282 292 178 241 272 26.2 2.9 2092 F­M6

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h 8 h 10 h

NGA7060126HS0FB 1.80 217 187 158 138 113 69.0 43.9 33.1 22.2 15.5 12.6

NGA7060126HS0FB 1.77 241 205 167 145 115 71.2 43.9 33.1 22.6 15.5 12.6

NGA7060126HS0FB 1.75 256 216 174 150 117 72.6 43.9 33.1 22.6 15.5 12.6

NGA7060126HS0FB 1.70 288 234 186 159 122 72.6 44.5 33.1 22.9 15.5 12.6

NGA7060126HS0FB 1.65 312 246 195 161 122 73.2 44.5 33.7 22.9 15.5 12.6

NGA7060126HS0FB 1.60 330 255 199 161 123 73.2 44.5 33.7 22.9 15.5 12.6

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h

NGA7060126HS0FB 1.80 1115 944 822 724 584 388 246 186 126

NGA7060126HS0FB 1.77 1193 992 863 755 601 394 249 186 126

NGA7060126HS0FB 1.75 1270 1040 905 786 618 400 252 192 126

NGA7060126HS0FB 1.70 1378 1137 954 825 638 406 258 192 129

NGA7060126HS0FB 1.65 1505 1210 983 846 648 408 258 192 129

NGA7060126HS0FB 1.60 1595 1260 1005 857 653 409 258 192 132


