
55Sonnenschein 6V 6 OGiV 192 – A706/210 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Switch to: Discharge at 25 °C/inches/lbs

Constant­current discharge in A @ 20 °C 

Constant­power discharge in W/block @ 20 °C 

© 2000 – 2010 Exide Technologies. All rights reserved. Subject to alterations. Click here for legal notice. 

Terminal:  Drawing:

 

Exide type 
designation

Type acc. to DIN  
40 741

Nom. 
Voltage V

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Installed 
length B/L mm

Width (b/w) 
max. mm

Height top of 
cover (h1) max. 
mm

Height 
over 
termin 
als (h2) 
max. mm

Weight 
approx. kg

Internal 
resistance 
mOhm

Short circuit 
current A

Termi­ 
nal

A706/210 6V 6 OGiV 192 6 210 285 295 232 296 327 42.9 2.2 2876 F­M6

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h 8 h 10 h

NGA7060210HS0FB 1.80 305 285 242 216 188 122 75.7 55.7 38.4 26.0 21.0

NGA7060210HS0FB 1.77 336 308 257 224 192 124 77.4 57.4 38.9 26.5 21.0

NGA7060210HS0FB 1.75 357 324 267 230 195 126 78.5 58.5 39.2 26.9 21.0

NGA7060210HS0FB 1.70 399 351 291 249 206 127 78.5 58.5 39.2 26.9 21.0

NGA7060210HS0FB 1.65 436 369 303 256 208 128 78.8 58.8 39.2 26.9 21.0

NGA7060210HS0FB 1.60 464 380 312 260 208 128 78.8 58.8 39.2 26.9 21.0

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h

NGA7060210HS0FB 1.80 1510 1330 1214 1099 961 658 442 327 222

NGA7060210HS0FB 1.77 1625 1428 1288 1165 988 673 450 332 225

NGA7060210HS0FB 1.75 1740 1527 1363 1230 1015 688 454 335 226

NGA7060210HS0FB 1.70 1954 1688 1494 1318 1060 702 460 337 227

NGA7060210HS0FB 1.65 2101 1790 1576 1376 1087 709 462 338 228

NGA7060210HS0FB 1.60 2265 1898 1652 1412 1103 712 463 339 228


