
55Sonnenschein 4V 7 OGiV 224 – A704/245 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Switch to: Discharge at 25 °C/inches/lbs

Constant­current discharge in A @ 20 °C 

Constant­power discharge in W/block @ 20 °C 

© 2000 – 2010 Exide Technologies. All rights reserved. Subject to alterations. Click here for legal notice. 

Terminal:  Drawing:

 

Exide type 
designation

Type acc. to DIN  
40 741

Nom. 
Voltage V

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Installed 
length B/L mm

Width (b/w) 
max. mm

Height top of 
cover (h1) max. 
mm

Height 
over 
termin 
als (h2) 
max. mm

Weight 
approx. kg

Internal 
resistance 
mOhm

Short circuit 
current A

Termi­ 
nal

A704/245 4V 7 OGiV 224 4 245 250 260 232 296 327 35.5 1.7 3181 F­M6

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h 8 h 10 h

NGA7040245HS0FB 1.80 356 332 283 252 220 143 88.3 64.9 44.8 30.4 24.5

NGA7040245HS0FB 1.77 392 360 300 261 224 145 90.3 66.9 45.5 31.0 24.5

NGA7040245HS0FB 1.75 417 378 311 268 227 147 91.6 68.3 45.8 31.4 24.5

NGA7040245HS0FB 1.70 466 409 340 291 240 149 91.6 68.3 45.8 31.4 24.5

NGA7040245HS0FB 1.65 508 431 353 299 243 149 91.9 68.6 45.8 31.4 24.5

NGA7040245HS0FB 1.60 541 444 364 303 243 149 91.9 68.6 45.8 31.4 24.5

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h

NGA7040245HS0FB 1.80 1175 1034 944 855 747 512 344 254 173

NGA7040245HS0FB 1.77 1264 1111 1002 906 768 523 350 258 175

NGA7040245HS0FB 1.75 1353 1187 1060 957 790 535 353 260 176

NGA7040245HS0FB 1.70 1519 1313 1162 1025 825 546 358 262 176

NGA7040245HS0FB 1.65 1634 1393 1226 1070 846 551 359 263 177

NGA7040245HS0FB 1.60 1762 1476 1285 1098 858 553 360 264 177


